
GUIDE BARS

 XK type is a 1/4 or 3/8LP pitch super slim solid 

guide bar which is low kick back specification. 

 XK type guide bar is for professional users who 

require lightness and toughness. 

 We deal 14” and 16” length of XK type. 

REPLACEABLE SOLID SPROCKET NOSE SUPER SLIM GUIDE BAR (ZR, ZK TYPE)

REPLACEABLE SOLID SPROCKET NOSE SUPER SLIM GUIDE BAR 1/4,3/8LP Version (XK type) 

PITCH TEETH COUNT

1/4 13

3/8LP 9

 ZR,ZK type is a .325 pitch super slim guide bar 

which is low kick back specification.    

 Compared to same size slim guide bar, ZR,ZK type is 

lighter and its effective length is longer.  

 We recommend to professional chainsaw users who 

pursue the lightness.  

 We deal in 14”-18” length of ZR, ZK type guide bar 

and we recommend to use under 42cc class 

chainsaw. 

 ZK type is the light edition which is about 20% 

lighter than ZR type.

PITCH TEETH COUNT

.325 10
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GUIDE BARS

 SR type is a .325 pitch guide bar which is low kick 

back specification. 

 We deal in 13”-24” length of guide bar. This type is 

the most popular guide bar for professional users. 

 This type is corresponded to 60cc class engine 

chainsaw. 

 SK type with embedded hard resin is about 20% 

lighter than SR type. 

 REPLACEABLE SOLID SPROCKET  NOSE SLIM GUIDE BAR (SR, SK TYPE)

PITCH TEETH COUNT

.325 11

REPLACEABLE SOLID SPROCKET NOSE STANDARD GUIDE BAR (FV,FK Type)

 This is the standard type solid sprocket nose 

guide bar. 3/8 pitch, .325 pitch, and .404 pitch 

replaceable noses are available.(※ If you use 

different sprocket nose, you have to adapt mortar 

mount sprocket pitch and sprocket nose pitch.   

 Also you have to change drive link count to  be 

suitable circumference.) 

PITCH TEETH COUNT

.325 12

3/8 11

.404 10
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GUIDE BARS

 HARD NOSE SOLID GUIDE BAR（HT, HK TYPE) 

 Stelite alloy is gas welded to the nose of guide bar.  There are no sprocket on the nose, 

although, rotational speed is reduced about 10%, failure rate is down compared to sprocket 

nose guide bar. It shows lower kick back compared to sprocket nose guide bar. 

 We recommend hard nose guide bar for professional users who works in very hard 

environment, and who do not like to be interrupted by unpleasant sprocket accidents. 

 We deal in 8”-36” of guide bars. HK type is a light weight edition which is about 20% lighter 

than HT type. 
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GUIDE BARS

 Stelite alloy is gas welded to the nose and it makes high resistant to wear. Also it makes 

possible to thrust cutting. Carving guide bar can be used for fruits farm pruning, tree pruning 

and chainsaw art. 

 We deal in 8”-22” carving guide bar. Also, minimum nose radius is 8mm and it is suitable for 

detailed work such as chainsaw art. 

 HK type is a light weight edition which is about 20% lighter than HT type (Standard type).

CARVING GUIDE BAR
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GUIDE BARS

CARVING GUIDE BAR PART NUMBER&SPEC
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Light Standard Spec Nose radius

693HT0 8” .050 1/4 52E A002 R10

001HK0 694HT0 10” .050 1/4 60E A002 R10

695HK0 695HT0 12” .050 1/4 68E A002 R10

254LH0 12” .050 1/4 64E A011 R12.5

696HK0 696HT0 14” .050 1/4 76E A002 R10

255GK0 14” .050 1/4 72E A011 R12.5

253LH0 16” .050 1/4 80E A010 R12.5

540CH0
16” .050 1/4 86E 

S073(≒A006)
R10

375LH0 18” .058 .325 72E A012 R12.5

Special Carving Guide Bar

Part Number Spec Nose Radius

297KC0 9” .043 56E A011 R8

 297KC0 is available for MS150. This Carving bar is 

developed by SUEHIRO SEIKO and KEIJI KIDOKORO who is 

a world chainsaw art champion. 

 We recommend this guide bar for chainsaw artist who 

would like to make precise design.



GUIDE BARS

GUIDE BAR MATCH

Stihl

Guide Bar  

Mount Type

A009 A010 A011 

Chain Saw  

Model

MS880 MS240 

MS260 

MS280C 

MS361 

MS360QS 

MS390 

MS440 

MS460 

MS440-VW 

MS460-VW 

MS441 

MS261 

MS271C-BE 

MS291C-BE 

MS362 

MS660W 

MS170 

MS180C 

MS210 

MS210C 

MS200 

MS200T 

MS230 

MS230C 

MS250C 

MS170-C 

MS192T 

MS180C-BE 

MS210C-BE 

MS230C-BE 

MS250C-BE 

MS250C-B 

MS192C-E 

MS211C-BE 

MS192TC-E 

MS201 

MS201C-E 

MS241C-M 

MS241C-MVW 

MS181C-BE 

MS201TC-E 

MS231C-BE 

MS251C-BE 

MS150TC-E 

MS150C-E 
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GUIDE BARS

GUIDE BAR MATCH

Stihl
206WK4, 207WK4,208WK4,206NK2,207LK2,207WK2,208LK2,208WK2 

258MK3,259MK3,258UK2,259UK2 are stock only.
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GUIDE BARS

GUIDE BAR MATCH 

Husqvarna

Guide Bar  

Mount Type

A012 A013

Chain Saw  

Model

338XPT 

339XP 

340 

345 

346XP 

346XPG 

357XP 

340e 

345e 

346XP-NE 

346XPG-NE 

435e 

440e 

445e 

550XP 

550XPG 

560XP 

560XPG

372XP 

372XPG 

288XP 

395XPG 

3120XP 

365Special 

285XPG 

385XPG 

576XP 

576XPG

※Caution 

It is impossible to use guide bars which part number are146NC2, 

725SK2, 722ZK2,724ZK2,731HK0, 734ZK2, 745ZK2, 747SR2, 

748SR2, 744SK2,744NC2,746SK2, 747SK2,748HK0 748SK2, 

749SK2, 750SK2  

for Husqvarna 550 and 560 series. 
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GUIDE BARS

GUIDE BAR MATCH

Husqvarna
700LK2,701LK2 is stock only.
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GUIDE BARS

GUIDE BAR MATCH

Husqvarna
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             Miki, Hyogo-pref., 673-0435 Japan 
                       Phone: +81 794 82 0765 
                       Facsimile: + 81 794 82 6010 
                       E-mail: supertip@suehiroseiko.jp 
                       Website: http://www.suehiroseiko.jp 
                       Ver.04.02.2015 
        

mailto:supertip@suehiroseiko.jp
http://www.suehiroseiko.jp
mailto:supertip@suehiroseiko.jp
http://www.suehiroseiko.jp

